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TRIMMED CABLES

COMPRESSION TYPE
COPPER SLEEVE.

(SIZED FOR ACTUAL
NUMBER OF CABLES

HEAT-SHRINKABLE CAP
WITH FACTORY APPLIED
WATERPROOF SEALANT.
(SIZED TO ACCOMMODATE

NUMBER OF CABLES) —\

A CRIMP TOOL USED)

/7—— SEALANT TAPE OR
] INSERT. (AROUND
AND THROUGH
CROTCH OF SPLICE)

ELECTRIC FEEDER CABLES,
SUCH AS UNIT DUCT (SIZE
AS NOTED ON CONTRACT

DRAWINGS) \

ELECTRIC CABLE TO
LUMINAIRE (SIZE AS
NOTED ELSEWHERE

IN THESE PLANS) -~

A

EXPOSED SEALANT

NOTE THAT NUMBER
OF CABLES IN SPLICE
MAY VARY.

SPLICING DETAIL

CONDUIT EMBEDDED IN STRUCTURE 25" PVC
(INCLUDED WITH CONCRETE SUPERSTRUCTURE)
_~ APPROACH PAVEMENT BARRIER
JUNCTION BOX NON METALLIC

X <_| EMBEDDED IN STRUCTURE

18""x18"x6" (NOTE A)

FINISHED GRADE

i
30" MIN.
2

AND MFR. SUGGESTED

A. COORDINATE PLACEMENT OF
JUNCTION BOX WITH BRIDGE PLANS.

B. COORDINATE CONDUIT PLACEMENT
TO TERMINATE OUTSIDE OF PAVEMENT.

2'/»" RIGID GALVANIZED EL
CONDUIT (NOTE B,C)

C. COST OF RIGID GALVANIZED STEEL RACEWAY
SHALL BE INCLUDED WITH JUNCTION BOX
NON METALLIC EMBEDDED IN STRUCTURE.

JUNCTION BOX ~\
BARRIER
531.
_ 1
FINISHED GRADE “; :r APPROACH SLAB
[N
N /
N N [l *
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SECTION X-X
JUNCTION BOX EMBEDDED IN STRUCTURE

AS APPROVED BY THE ENGINEER

i

]

0.3 m (12')
MIN,

I™— WARNING TAPE AS SPECIFIED

I

]

762 (30') MIN. DEOTH
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GROUND WIRE

TYPICAL WIRING IN TRENCH DETAIL
N.T.S.

JE——
240 v R

POLE SHAFT
\—‘/\- l
2-POLE_ (WITH FUSE | |
& SLUG) FUSE HOLDER |
WITH & AMP FUSE
GROUNDING LUG I
SPLICE GROUND WIRE AND

PIGTAIL SAME SIZE EXTENSION
TO POLE GROUNDING LUG

INSULATED GROUND
WIRE, 660V TYPE RHW,
SOLID COLOR GREEN,
SIZE AS SPECIFIED
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305 (12') MAXIMUM WIDTH EXCEPT

WITH INTERNAL INSULATED EQUIPMENT

Te e BT b

PRESSURE BUSHING
MALLEABLE IRON

2!y RIGID STEEL CONDUIT,
10" LENGTH FOR EXPANSION

25" PVC CONDUH\ R

S

S

FoAU] TOTAL [SHEET
FAUL sECTION CouNTY | JOTAL SHEE

1312| o0707-8 COOK %0 |34

STA. T0 STA.

FED. ROAD DIST. M0.  [ILLINOIS | FED. AID PROJECT

CONTRACT NO. 60B98

BODY-MALLEABLE IRON

TYPE A’ PHENOLIC
INSULATED BUSHING

2l/»* PVC CONDUIT

2l/5" CONDUIT METALLIC TO
NON-METALLIC COUPLING

\—2'/2" CONDUIT METALLIC TO
NON-METALLIC COUPLING

NOTE:

ALL CONDUIT, FITTINGS, AND COUPLINGS SHALL
BE INCLUDED IN THE COST OF CONCRETE SUPERSTRUCTURE

CONDUIT EXPANSION FITTING

USE 0-Z GEDNEY AX-8-300,

OR APPROVED EQUAL

TO LUMINAIRE

2-1/C *10 AWG, 600V TYPE RHW,
SOLID COLOR CODED CABLES

INSULATED BOOTS, FUSING AND
SOLID NEUTRAL, (SEE SPECS)

STANDARD-TYPE SMALL DIMENSION
/DOUBLE POLE FUSEHOLDER WITH

_— CABLE SPLICE

SEE DETAIL (TYP)

NEUTRAL CONDUCTOR, 600V
TYPE RHW, SOLID COLOR
WHITE, SIZE AS SPECIFIED

UNIT DUCT (TYP)

" J«—— POLE BASE

POLE BASE WIRING DIAGRAM

SINGLE MAST ARM

N.T.S

LTG-06
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